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coming from a designated fire zone or
engine compartment of any nacelle.

[Amdt. 25-23, 35 FR 5676, Apr. 8, 1970]

§25.869 Fire protection: systems.

(a) Electrical system components:

(1) Components of the electrical sys-
tem must meet the applicable fire and
smoke protection requirements of
§§25.831(c) and 25.863.

(2) Electrical cables, terminals, and
equipment in designated fire =zones,
that are used during emergency proce-
dures, must be at least fire resistant.

(3) Main power cables (including gen-
erator cables) in the fuselage must be
designed to allow a reasonable degree
of deformation and stretching without
failure and must be—

(i) Isolated from flammable fluid
lines; or

(ii) Shrouded by means of electrically
insulated, flexible conduit, or equiva-
lent, which is in addition to the normal
cable insulation.

(4) Insulation on electrical wire and
electrical cable installed in any area of
the fuselage must be self-extinguishing
when tested in accordance with the ap-
plicable portions of part I, appendix F
of this part.

(b) Each vacuum air system line and
fitting on the discharge side of the
pump that might contain flammable
vapors or fluids must meet the require-
ments of §25.1183 if the line or fitting is
in a designated fire zone. Other vacuum
air systems components in designated
fire zones must be at least fire resist-
ant.

(c) Oxygen equipment and lines
must—

(1) Not be located in any designated
fire zone,

(2) Be protected from heat that may
be generated in, or escape from, any
designated fire zone, and

(3) Be installed so that escaping oxy-
gen cannot cause ignition of grease,
fluid, or vapor accumulations that are
present in normal operation or as a re-
sult of failure or malfunction of any
system.

[Amdt. 25-72, 55 FR 29784, July 20, 1990]

§25.901

MISCELLANEOUS

§25.871 Leveling means.

There must be means for determining
when the airplane is in a level position
on the ground.

[Amdt. 25-23, 35 FR 5676, Apr. 8, 1970]

§25.875 Reinforcement near propel-
lers.

(a) Each part of the airplane near the
propeller tips must be strong and stiff
enough to withstand the effects of the
induced vibration and of ice thrown
from the propeller.

(b) No window may be near the pro-
peller tips unless it can withstand the
most severe ice impact likely to occur.

Subpart E—Powerplant
GENERAL

§25.901 Installation.

(a) For the purpose of this part, the
airplane powerplant installation in-
cludes each component that—

(1) Is necessary for propulsion;

(2) Affects the control of the major
propulsive units; or

(3) Affects the safety of the major
propulsive units between normal in-
spections or overhauls.

(b) For each powerplant—

(1) The installation must comply
with—

(i) The installation instructions pro-
vided under §33.5 of this chapter; and

(ii) The applicable provisions of this
subpart;

(2) The components of the installa-
tion must be constructed, arranged,
and installed so as to ensure their con-
tinued safe operation between normal
inspections or overhauls;

(3) The installation must be acces-
sible for mnecessary inspections and
maintenance; and

(4) The major components of the in-
stallation must be electrically bonded
to the other parts of the airplane.

(c) For each powerplant and auxiliary
power unit installation, it must be es-
tablished that no single failure or mal-
function or probable combination of
failures will jeopardize the safe oper-
ation of the airplane except that the
failure of structural elements need not
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